
Technical Specifications

Specification
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Name plate

Model                                                                    SI-810PRSS                                                                     SI-810PR

Capacity / Accuracy 6kg/1g 15kg/2g 30kg/5g

Resolution 1/6000 1/7500 1/6000

Display Type Graphical Dot Matrix LCD with Green Back Light

No. of keys Total Keys - 55 tact switch, Preset keys - 30 x 3 

Memory capacity  2MB

Processor 32-bit ARM processor

Power source  Power Supply - 230V AC,50Hz,30W MAX

Battery 12V/3.4Ah Rechargeable

Standard interface 2 X USB Port Interface Keyboard/Scanner, RS232 - 1Nos.

Factory option Ethernet Interface

Paper width  2 Inch direct thermal

Printing speed 50mm/sec 

Paper size Paper Width 57.5mm, Maximum 40mm dia

Application Software PLU Mapping, PLU Manager, User Manager, Backup etc.

Reports Total sales, PLU sales, Department sales, Group sales, Hourly sales, 
 Operator sales, Bill summary, Inventory, PLU Price override, Bill cancellation, 
 PLU Reference, PLU Re-order, Non-Cash, Total sales summary.

Machine Dimensions (mm)                                                                                            
                                                             505mm(H) X 358mm(L) X 386mm(W)                  490mm(H) X 360mm(W) X 450mm(D)
                                                            

Material of construction                                        Fully SS                                                                Top housing plastic
                                                                                                                                                       Base Plate: MS powder coated 

Optional interface Ethernet

SI-810PRSS SI-810PR 

SI-810PR Series
Receipt Printing Scale

New generation weighing solution for Retail

MILK

Machine Dimensions (mm)

Note: The above model meets the statutory and regulatory requirements as per the provision of legal metrology Act 2009 and legal metrology (General) Rule, 2011. Specifications are subject 
to change without notice. Other names and logos used are property of respective brands.

Your representative

info@essae.com

+91 80 3021 3021

1-800-425-3111

.

http://www.essae.com

410, 100ft Road, 4th Block,
Koramangala, Bengaluru-560 034

0-78488 12346

DEEPAK ELECTRONICS
 
  Adress - Near Railway Station, Sadhrana
                road, Garhi Harsaru, Gurgaon
                Haryana - 122505
 
 Mob no.- 9717099170, 9718298952



Sample Print out

Bill Reports

Head quarter - Store network communication

HQ Server

Store-2

Store-1 Store-3 .........
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PLU info, pricing, etc.

Sales report, In
ventory, etc. PLU info, pricing, etc.

Sales report, Inventory, etc.

Salient Features

Full Stainless Steel (SS-304) Construction  

Elevated thermal printer to work 
in any demanding environment 

Rechargeable battery for 
un-interrupted and smooth operation     

30 x 3 Preset / Hot keys 
for fast moving items 

Powerful 32-bit ARM Processor

Graphical LCD display 
for easy readability

Customer display

with Interface ports
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